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PEDESTALS & ENCLOSURES

SLPED-ENC SLWM SL4800PE-PED SLPED
Mount Pedestal Wall Mount Pedestal Pedestal

Material 16 gauge stainless steel
Or powder-coated

16 gauge stainless steel
Or powder-coated

High Grade Dual-Sided  
Polyethylene

Stainless Steel

Fits Controllers
PL/SL1600 Series,  
PL/SL4800 and 

SL9600TW controllers

PL/SL1600 Series,  
PL/SL4800 and 

SL9600TW controllers
Includes SL4800

PL/SL1600 Series,  
PL/SL4800 and 

SL9600TW  
controllers

Weather Resistant    
Key Lock    
Dimensions SLPED-ENC-M/SS-1600 SLWM-M/SS-1600 SLPED-ENC-PE SLPED-1600/4800

13 1⁄4” W
33.66 cm

44 1⁄4” H
112.40 cm

6 1⁄4” D  
15.88 cm

13 1⁄4” W
33.66 cm

44 1⁄4” H
112.40 cm

6 1⁄4” D  
15.88 cm

43 1⁄2” W
110.45 cm

20” H
50.80 cm

15 3⁄4” D
40.01 cm

10 1⁄2” W
26.67 cm

25” H
63.50 cm

3 1⁄2” D  
8.89 cm

SLPED-ENC-M/SS-4800 SLWM-M/SS-4800

19 1⁄2” W
49.53 cm

44 1⁄4” H
112.40 cm

7 3⁄4”  D
19.69 cm

19 1⁄2” W
49.53 cm

44 1⁄4” H
112.40 cm

7 3⁄4”  D
19.69 cm
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ENCLOSURES

FEATURES
• 100% High Grade recyclable 

polyethylene for maximum durability 
and strength 

• Graffiti-proof granite colored finish to 
reduce vandalism 

• Single key vandal resistant locking 
mechanism

• Waterproof flip-top lid for easy 
controller access while standing 

• Fully removable front and rear panels 
allows for easy installation and access 
to all components 

• Pre-set back panel lugs allow for easy  
installation and a quality professional result 

• Filtered side louvers both front and back allow for 
full-flow ventilation

• Large front and rear panel areas for storage of site 
maps and instruction manuals

FEATURES
• Fits all PL/SL1600 Series, 

PL/SL4800 and SL9600TW 
controllers

• 16 gauge stainless steel 
or powder-coated metal 
construction

• Pedestal mount model 
 

• Filtered louvers for ventilation

• Cam style keylock 

• Weather-resistant

• NEMA TYPE 3R rated with  
SmartLine® controller installed

4800
1600

SLPED-ENC-SS SLPED-ENC-M

4800
1600

SLPED-ENC SPECIFICATIONS

MODEL DESCRIPTION

SLPED-ENC-SS-4800 Stainless Steel Enclosure with Pedestal for PL4800/SL4800/SL9600TW

SLPED-ENC-M-4800 Powder-coated Metal Enclosure with Pedestal for Stainless Steel Enclosure 
with Pedestal for PL4800/SL4800/SL9600TW

SLPED-ENC-SS-1600 Stainless Steel Enclosure with Pedestal for PL1600/SL1600

SLPED-ENC-M-1600 Powder-coated Metal Enclosure with Pedestal for PL1600/SL1600

FEATURES
• Fits all PL/SL1600 Series,  

PL/SL4800 and 
SL9600TW controllers

• 16 gauge stainless steel 
or powder-coated metal 
construction

• Wall mount model 

• Cam style keylock 

• Weather-resistant

• NEMA TYPE 3R rated 
with SmartLine® controller 
installed

4800 1600

SLWM-SS SLWM-M

4800 1600

SLWM SPECIFICATIONS

MODEL DESCRIPTION

SLWM-SS-4800 Stainless Steel Wall Mount Enclosure for PL4800/SL4800/
SL9600TW

SLWM-M-4800 Powder-coated Metal Wall Mount Enclosure for PL4800/
SL4800/SL9600TW

SLWM-SS-1600 Stainless Steel Wall Mount Enclosure for PL1600/SL1600

SLWM-M-1600 Powder Coated Metal Wall Mount Enclosure for PL1600/
SL1600

SLPED SPECIFICATIONS

MODEL DESCRIPTION

SLPED-1600 Stainless Steel Pedestal  
for the PL1600/SL1600

SLPED-4800 Stainless Steel Pedestal for the 
PL4800/SL4800/SL9600TW

SLPED-ENC 
Pedestal Mount Enclosure

SLWM 
Wall Mount Enclosure

SL4800PE-PED 
High Grade Dual-Sided Polyethylene Enclosure – 
Granite Includes SL4800 Controller

SLPED 
Stainless Steel Pedestal


