
00 WEATHERMATIC SLF-ISOFLOW-302, INSTALLATION DETAIL
NTS DETAIL-FILE

MAXIMUM
DISTANCE

BLUE
WIRE

RED
WIRE
BLACK
WIRE

BLUE
WIRE

WEATHERMATIC "ISOFLOW".
MOUNT ISOFLOW INSIDE

THE CONTROLLER
ENCLOSURE OR PEDESTAL

USING SHEET METAL
SCREWS OR DOUBLE SIDED

FOAM TAPE.

24 V POWER SUPPLY OR
ANCILLARY POWER OFF

TERMINALS ON
CONTROLLER.

DISTANCE VARIES
USE LOW VOLTAGE
WIRING APPROPRIATE
FOR APPLICATION

RED
WIRE

ORANGE
WIRE

BLACK WIRE

YELLOW
LEADS

IRRIGATION
CONTROLLER

#1

IRRIGATION
CONTROLLER

#2

CST FLOW
SENSOR

DIRECT BURIAL 1 PAIR, TWISTED SHIELDED
CABLE—MINIMUM CONDUCTOR SIZE 20 AWG.
DO NOT EXCEED 2,000  FEET IN LAYING DISTANCE
FROM FLOW SENSOR TO IRRIGATION
CONTROLLER.

C MV1 2

CONNECT
FLOW
SENSOR

ISOFLOW

C MV1 2

WATERPROOF WIRE SPLICE, 3M
SCOTCHPACK OF EQUIVALENT.

2000'

ORANGE
WIRE

NOTE:
ISOFLOW DOES NOT ISOLATE THE MASTER VALVE, USE INDIVIDUAL
RELAYS AT EACH CONTROLLER. ISOFLOW HAS CONTROL LOGIC TO
SEND THE FLOW SIGNAL TO THE ACTIVE CONTROLLER AND BLOCK
THE FLOW SIGNAL TO AN INACTIVE CONTROLLER PREVENTING
“UNSCHEDULED FLOW” ALARMS. ISOFLOW USES THE NC MASTER
VALVE CIRCUIT TO SIGNAL WHEN A CONTROLLER IS ACTIVE. IF A NC
MASTER VALVE CONFIGURATION IS USED, THEN CONNECT THE BLUE
AND ORANGE LEADS FROM THE ISOFLOW TO THE PUMP START
TERMINALS.

SL-AIRCARD

CONNECT
FLOW
SENSOR

SL-AIRCARD


