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Technical Specifications

Weathermatic

SL4800 CONTROLLER ON
SLPED-4800 PEDESTAL
1.    SL4800 PEDESTAL MOUNT CONTROLLER
2.    SLPED-4800 PEDESTAL
3. BOLT SIZE: 3/8-16 X 7”
4.  BOLT PATTERN: 7.74” X 6.38”
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STAINLESS STEEL PEDESTALS
STAINLESS STEEL PEDESTALS shall 
be model SLPED-1600 (4800) as 
manufactured by Weathermatic 
Sprinkler Division of Telsco Industries.

CONSTRUCTION: Enclosures shall be 
fabricated from 16 gauge stainless 
steel with a brushed finish.  A 
hinged stainless steel door shall be 
mounted to the front of the pedestal 
and include a cam style key-lock to 
restrict pedestal access. Pedestal 
base shall measure 10-1/2” wide x 25” 
high x 3-1/2” deep. A stainless steel 
pedestal cap and backplate shall be 
pre-assembled to the pedestal base 
to fit either the SL1600 (and SL1620 
or SL1624) or SL4800 controller, as 
specified, with conduit holes and 
mounting hardware provided.

WARRANTY:  Pedestals shall have a 
manufacturer’s limited warranty of 
two (2) years.

SL1600 (SL1620 OR SL1624)
CONTROLLER ON SLPED-1600 PEDESTAL
1.    SL1600 (SL1620 OR SL1624)
 PEDESTAL MOUNT CONTROLLER
2.    SLPED-1600 PEDESTAL
3. BOLT SIZE: 3/8-16 X 7”
4.  BOLT PATTERN: 7.74” X 6.38”
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